ACUDOR RHA THERMALLY BROKEN PRODUCT INFORMATION

ALUMINUM

THERMALLY BROKEN ROOF HATCH

Application
Acudor Thermally broken Roof Hatches are designed to provide superior energy
efficiency together with convenient, economical access to the roof of a building.

Features RHATB

« Thermally broken design

- (onvenient one-hand operation
« R-18insulated curb and cover

« Supports 401bs./sq. ft. live load
« Stainless Steel Hardware.

Optional Features RHG

- Painted and Anodized finishes

« (Curb pitch corrected for sloped roof

- Higher curb heights for “green roof” applications

RHATB Specifications:

Cover: Double-skin construction (“in box type design”) with 3" Polyiso (R-18) insulation
integrating non-conductive separator between exposed exterior and interior surfaces,
providing superior thermal performance and improved energy efficiency. EPDM foam
weather draft seal gasket on the inside of the cover assures weather tight
construction. The cover is 11Ga Aluminum with a 20Ga aluminum inside liner,
with thicknesses adjusted to suit sizes.

Curb: 11Ga Aluminum with 3" thick Polyiso (R-18) insulation integrating
non-conductive separator between exposed exterior and interior surfaces,
providing superior thermal performance and improved energy efficiency.

Curbis 12" high.

Thermal Performance: Tested to ASTM (1363-11 (Standard Test Method for
Thermal Performance of Building Materials and Envelope Assemblies by
Means of a Hot Box Apparatus)

Hinge: Heavy duty Aluminum pintle hinges with 3/8" SS Pin

Opening: Gas Spring operators allow cover to open and close with ease.
Latch: Self latching, Stainless steel outside T handle with stainless steel 118 (125) ALUM
inside lock and lever assembly. Unit also has inside padlock provisions. NSIDE LOCK HAP
Finish: Mill Finish T-HANDLE 0
Stainless Steel 3" POLYISO INSULATION
RHATB STANDARD SIZES (other sizes available) ; 20 GA (.032) ALUM DOOR LINER
THERMALLY ISOLATED FROM DOOR COVER
Curb ID W&L Weight per Hatch
Model inches (mm) Ibs. (kg') EPDM CURB AND DOOR GASKET
RHA2424T 24%24 (610X 610) 60 (27.3) ” ATTRANSITION JOINT
RHA2436T 24X 36 (610X 914) 70 (31.8) 316 (.188) ALUM HINGE BRK 80°
WITH 3/8 PIN Stainless Steel \
RHA3030T 30%30 (762x 762) 77 (34.0) ] 4
[305mm ]
RHA3036T 30x36 (762 x914) 84 (38.6) 206 (032) ALUM CURB LINER I o
RHA3636T 36x36(914x914) 91(43.2) ALL AROUND !
RHA3054T 30x 54 (762 x 1372) 105 (47.6)
w
RHA3096T 30x 96 (762 x 2438) 165 (75.0 W+ 10in
RHA4848T 48 x48(1219x 1219) 122 (55.0) SECTION A-A

For detailed specifications see submittal sheet
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